[bookmark: EROX_Q]Rigid extension EasyCut

Rigid extension with shortening automatic for operating underground pipeline valves in gas and water supply systems, with the following design features:

· Key rod made of stainless steel square tube 1.4301
· Easy on-site adjustment to the required pipe cover depth possible by means of the perforated key rod
· Square cap VK 27 made of ductile cast iron (GGG), hot-dip galvanized (for gate valve)
· Square cap VK 12 made of ductile cast iron (GGG), hot-dip galvanized (for house connection)
· Break-proof coupling sleeve, ductile cast iron (GGG), hot-dip galvanized
· Large-volume, dimensionally stable sleeve tube made of PE, black
· Universal bell made of PE, welded over the full surface
· Push-on sleeve tube cap made of PE
· For transmission of torques according to DIN EN 1074-2
· Grooved pin connection between coupling sleeve and valve


EasyCut extension length: (Please select):
· 1,0 m
· 1,25 m
· 1,5 m

or ______________ m


Suitable for gate valve:

Manufacturer:			________________________

Type:				________________________

Nominal size:			________________________

Stem connection dimension	________________________
 

Supply Rigid extension EasyCut complete.


EasyCut
or equivalent

Manufacturer:	
BÜSCH Armaturen Nürnberg GmbH
Neuburger Straße 26
90451 Nuremberg
Germany
www.buesch.com



Quantity ........ EUR/unit ......... EUR/item .........
BÜSCH Technology GmbH  	Page 1 of 1 	09.12.2025
