Stainless steel telescopic extension NIROMAX©

Telescopic extension for operating underground pipeline valves in gas and water supply systems, with the following design features:
· Stepless adjustability
· Self-retaining at any extension height
· Integrated pull-out lock in the end position
· Key rod made of stainless steel square tube 1.4301
· Break-proof coupling sleeve made of stainless steel casting, with integrated self-locking spring elements and stainless steel locking mechanism
· Square cap VK 27 made of stainless steel casting (for gate valve)
· Square cap VK 12 made of stainless steel casting (for house connection)
· All standard parts made of stainless steel
· Large-volume, dimensionally stable sleeve tubes made of PE
· Sleeve tubes fully surface-welded and pull-out-proof to bell and cap
· For transmission of higher torques than required by DIN EN 1074-2
· Extension according to GW336
· Mounted signal flag for easier locating
· Optional with integrated locating unit for easy detection of the extension using a standard locating device, even when backfilled
· Spacer and cleanliness washers available as accessories for optimal adaptation to all valves

Telescopic extension for cover depth ranges

· 0,75 - 1,0 m 
· 0,90 - 1,30 m 
· 1,00 - 1,50 m 
· 1,20 - 1,80 m 
· 1,50 - 2,00 m 
· 1,70 - 2,70 m

or _______ - ________ m


Suitable for gate valve:

Manufacturer:	________________________

Type:		________________________

Nominal size:	________________________

Stem connection dimension: ___________________



NIROMAX©
or equivalent


Manufacturer:	
BÜSCH Armaturen Nürnberg GmbH
Neuburger Straße 26
90451 Nuremberg
Germanywww.buesch.com


Quantity ........ EUR/unit ......... EUR/item .........
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