


Operating key All-in-one 

Operating key for actuating extensions, tapping valves, gate valves and hydrants above and below ground with the following design features:

· Infinitely adjustable capability for the operating height by utilising clamping bolts: 950 – 1300 mm
· High torque due to infinitely variable adjustment of the lever rod 950 mm (+ 400 mm) by means of adjusting screw
· Distortion safe up to 450 Nm
· Simplified exchange for the coupling collars by means of integrated compression springs
· Reflective tape for increased safety
· Dimensions when folded: 210 x 950 mm (with coupling sleeves) 
· Coupling sleeves can be fitted without tools
· Operating key All-in-one optionally available with:
· Torch with integrated holder for better orientation in the road cap shaft
· Magnet with ball joint for lifting manhole covers by simply clicking on the operating key
· Storz key (size A, B, C with cold protection in accordance with DIN 14822) for opening and closing hydrants
· Cap hammer for easy lifting of road caps
· LEAKPEN mounting utilising a coupling collar


Material: Stainless steel 1.4301


Scope of delivery
All-in-one operating key including coupling sleeves square 12 mm and square 27 mm and a transport bag.




All-in-one Operating key
or equivalent

Hersteller:	BÜSCH Armaturen Nürnberg GmbH
		Neuburger Straße 26
		90451 Nürnberg
		Germany
		www.buesch.com



Piece...........   EURO/ Piece............   EURO/Pos. ...........



BÜSCH Technology GmbH  	Seite 1 von 1	22.01.2026	 
