
YOUR ADVANTAGES
•	 ADAPTABLE

For setting up a handwheel or                 
e-actuator

i
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Application example with 
assembled handwheel

Application example with 
assembled e-actuator
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AP13 / AP15

Bedienflur
operation level

F10 F14 F16
WA   60   75   80 130 75 100 130 150 130
A 290 290 290 290 320 320 320 320 400
B 137 137 157 197 190 190 220 240 275
C 250 250 250 250 280 280 280 280 360
D   15   15   15   15   15   15   15   15   19

M M12 M12 M12 M12 M12 M12 M12 M12 M16

Dimensional drawing bracket headstock 
for e-actuator

Dimensional drawing bracket headstock 
for handwheel

Variants
•	 Up to 500 Nm
•	 Up to 1000 Nm

Material
•	 1.4301 (304) / 1.4571 (316Ti) / A36-hot-dip galvanized

Actuation
•	 Handwheel

Optional: Stainless steel handwheel
•	 E-actuator with flange F10, F14 or F16

Optional: BEAservo stainless steel e-actuator

Scope of delivery
•	 Bracket headstock complete with all necessary fastening elements

Bracket headstock
made of stainless steel or hot-dip galvanized steel

Modular Actuation System MAS

Bracket headstock made of stainless steel


