
Dismantling joint, stainless steel
Type BF2 ▪ DN 50-400, PN 10/PN 16

• BF2 (continuous threaded rod)
Type

YOUR ADVANTAGES                                   
• FAST AND EASY ASSEMBLY                     

Because of DIN-performance

• MATERIAL SELECTION                  
Depending on the area of application 
(e.g. drinking water area, strongly 
corrosive ambient environment), material 
adjustments are possible

• PERFECT CORROSION 
PROTECTION                                          
All welded stainless steel parts from our 
own pickling plant
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Dismantling joint, stainless steel BF2

Sealing performance
• Operating pressure 10 or rather 16 bar
• Reduced operating pressure with reduced flange thickness

Material
• Flange and pipe parts:  Stainless steel 1.4404 (316L)
• Threaded rods:   Stainless steel 1.4301 (304) 
• Washers and Nuts:  Stainless steel 1.4404 (316L)

The stainless steel parts can be selected in other combinations depending 
on the area of application.

Drawing BF2

Drilling pattern
• PN 10/PN 16

Size
• DN 50-400

Seal
• EPDM
• EPDM for drinking water
• NBR

Flange
• Flange geometry on both sides according to DIN 1092-1: 2008                

(standard version)
• Flange connection according to DIN 2576 with reduced material               

thickness (variant)

Threaded rods
• in every hole
• in every other hole
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BF2 PN10 Flange thickness: reduced

Nominal 
size DN L1 L2 D Ø K

Adjust-
ment
range

Threaded
rods 

× size
50 100 180 165 125

± 4

4x M16

65 100 180 185 145 4x M16

80 100 180 200 160 8x M16

100 100 200 220 180

± 7

8x M16

125 100 200 250 210 8x M16

150 100 200 285 240 8x M20

200 100 220 340 295 8x M20

250 120 220 395 350

± 8

12x M20

300 120 220 445 400 12x M20

350 120 220 505 460 16x M20

400 120 220 565 515 16x M24

BF2 PN10 Norm: 
EN 1092-1 Flange thickness: full

Nominal 
size DN L1 L2 D Ø K

Adjust-
ment
range

Threaded
rods 

× size
50 100 180 165 125

± 4

4x M16

65 100 180 185 145 8x M16

80 100 180 200 160 8x M16

100 100 190 220 180

± 7

8x M16

125 100 190 250 210 8x M16

150 100 200 285 240 8x M20

200 100 200 340 295 8x M20

250 120 220 395 350

± 8

12x M20

300 120 220 445 400 12x M20

350 120 230 505 460 16x M20

400 130 250 565 515 16x M24

BF2 PN16 Flange thickness: reduced

Nominal 
size DN L1 L2 D Ø K

Adjust-
ment
range

Threaded
rods 

× size
50 100 180 165 125

± 4

4x M16

65 100 180 185 145 4x M16

80 100 180 200 160 8x M16

100 100 200 220 180

± 7

8x M16

125 100 200 250 210 8x M16

150 100 200 285 240 8x M20

200 100 220 340 295 12x M20

250 120 220 405 355

± 8

12x M24

300 120 220 460 410 12x M24

350 120 220 520 470 16x M24

400 120 220 580 525 16x M27

BF2 PN16 Norm: 
EN 1092-1 Flange thickness: full

Nominal 
size DN L1 L2 D Ø K

Adjust-
ment
range

Threaded
rods 

× size
50 100 180 165 125

± 4

4x M16

65 100 180 185 145 8x M16

80 100 180 200 160 8x M16

100 100 190 220 180

± 7

8x M16

125 100 190 250 210 8x M16

150 100 200 285 240 8x M20

200 120 220 340 295 12x M20

250 120 230 405 355

± 8

12x M24

300 120 230 460 410 12x M24

350 130 250 520 470 16x M24

400 140 270 580 525 16x M27

All dimensions in mm. Other sizes and build types available on request.

Dismantling joint, stainless steel
Type BF2 ▪ DN 50-400, PN 10/PN 16
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Dismantling joint, stainless steel
Type BF3 ▪ DN 50-1200, PN 10/PN 16
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Dismantling joint, stainless steel BF3

Drawing BF3

YOUR ADVANTAGES                                   
• FAST AND EASY ASSEMBLY                     

Because of DIN-performance

• MATERIAL SELECTION                  
Depending on the area of application 
(e.g. drinking water area, strongly 
corrosive ambient environment), material 
adjustments are possible

• PERFECT CORROSION 
PROTECTION                                          
All welded stainless steel parts from our 
own pickling plant

i

• BF3 (continuous threaded rod)
Type

Sealing performance
• Operating pressure 10 or rather 16 bar
• Reduced operating pressure with reduced flange thickness

Material
• Flange and pipe parts:  Stainless steel 1.4404 (316L)
• Threaded rods:   Stainless steel 1.4301 (304) 
• Washers and Nuts:  Stainless steel 1.4404 (316L)

The stainless steel parts can be selected in other combinations depending 
on the area of application.

Drilling pattern
• PN 10/PN 16

Size
• DN 50-1200

Seal
• EPDM
• EPDM for drinking water
• NBR

Flange
• Flange geometry on both sides according to DIN 1092-1: 2008                

(standard version)
• Flange connection according to DIN 2576 with reduced material               

thickness (variant)

Threaded rods
• in every hole
• in every other hole
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BF3 PN10 Flange thickness: reduced

Nominal 
size DN L1 L2 D Ø K

Adjust-
ment
range

Threaded
rods 

× size
50 180 300 165 125

± 25

4x M16

65 180 300 185 145 4x M16

80 200 300 200 160 8x M16

100 200 300 220 180 8x M16

125 200 300 250 210 8x M16

150 200 340 285 240 8x M20

200 220 340 340 295 8x M20

250 220 340 395 350 12x M20

300 220 340 445 400 12x M20

350 230 340 505 460 16x M20

400 230 360 565 515 16x M24

500 260 380 670 620 20x M24

600 260 410 780 725 20x M27

700 260 410 895 840 24x M27

800 290 450 1015 950 24x M30

900 290 450 1115 1050 28x M30

1000 290 450 1230 1160 28x M33

1200 320 480 1455 1380 32x M36

BF3 PN10 Norm: 
EN 1092-1 Flange thickness: full

Nominal 
size DN L1 L2 D Ø K

Adjust-
ment
range

Threaded
rods 

× size
50 220 340 165 125

± 25

4x M16

65 220 340 185 145 8x M16

80 220 340 200 160 8x M16

100 220 340 220 180 8x M16

125 220 340 250 210 8x M16

150 220 340 285 240 8x M20

200 230 360 340 295 8x M20

250 240 360 395 350 12x M20

300 240 360 445 400 12x M20

350 260 400 505 460 16x M20

400 280 420 565 515 16x M24

500 300 450 670 620 20x M24

600 320 490 780 725 20x M27

700 340 520 895 840 24x M27

800 360 560 1015 950 24x M30

900 380 590 1115 1050 28x M30

1000 410 640 1230 1160 28x M33

1200 460 720 1455 1380 32x M36

BF3 PN16 Flange thickness: reduced

Nominal 
size DN L1 L2 D Ø K

Adjust-
ment
range

Threaded
rods 

× size
50 180 300 165 125

± 25

4x M16

65 180 300 185 145 4x M16

80 200 300 200 160 8x M16

100 200 300 220 180 8x M16

125 200 300 250 210 8x M16

150 200 340 285 240 8x M20

200 220 340 340 295 12x M20

250 220 340 405 355 12x M24

300 220 340 460 410 12x M24

350 230 340 520 470 16x M24

400 230 360 580 525 16x M27

500 260 380 715 650 20x M30

600 260 410 840 770 20x M33

700 260 410 910 840 24x M33

800 290 450 1025 950 24x M36

900 290 450 1125 1050 28x M36

1000 290 450 1255 1170 28x M39

1200 320 480 1485 1390 32x M45

BF3 PN16 Norm: 
EN 1092-1 Flange thickness: full

Nominal 
size DN L1 L2 D Ø K

Adjust-
ment
range

Threaded
rods 

× size
50 220 340 165 125

± 25

4x M16

65 220 340 185 145 8x M16

80 220 340 200 160 8x M16

100 220 340 220 180 8x M16

125 220 340 250 210 8x M16

150 220 340 285 240 8x M20

200 240 360 340 295 12x M20

250 260 390 405 355 12x M24

300 270 410 460 410 12x M24

350 280 430 520 470 16x M24

400 290 450 580 525 16x M27

500 340 520 715 650 20x M30

600 370 570 840 770 20x M33

700 390 610 910 840 24x M33

800 430 680 1025 950 24x M36

900 450 710 1125 1050 28x M36

1000 480 760 1255 1170 28x M39

1200 * * 1485 1390 32x M45

All dimensions in mm. Other sizes and build types available on request.

*determined by the customer

Dismantling joint, stainless steel
Type BF3 ▪ DN 50-1200 PN 10/PN 16
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Dismantling joint, stainless steel
Type BF4 ▪ DN 50-1200, PN 10/PN 16
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Dismantling joint, stainless steel BF4

YOUR ADVANTAGES                                   
• FAST AND EASY ASSEMBLY                     

Because of DIN-performance

• MATERIAL SELECTION                  
Depending on the area of application 
(e.g. drinking water area, strongly 
corrosive ambient environment), material 
adjustments are possible

• PERFECT CORROSION 
PROTECTION                                          
All welded stainless steel parts from our 
own pickling plant

i

• BF4 (one-sided continuous threaded rod)
Type

Sealing performance
• Operating pressure 10 or rather 16 bar
• Reduced operating pressure with reduced flange thickness

Material
• Flange and pipe parts:  Stainless steel 1.4404 (316L)
• Threaded rods:   Stainless steel 1.4301 (304) 
• Washers and Nuts:  Stainless steel 1.4404 (316L)

The stainless steel parts can be selected in other combinations depending 
on the area of application.

Drilling pattern
• PN 10/PN 16

Size
• DN 50-1200

Seal
• EPDM
• EPDM for drinking water
• NBR

Flange
• Flange geometry on both sides according to DIN 1092-1: 2008                

(standard version)
• Flange connection according to DIN 2576 with reduced material               

thickness (variant)

Threaded rods
• in every hole
• in every other hole

Drawing BF4
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BF4 PN10 Flange thickness: reduced

Nominal 
size DN L1 L2 D

Hole 
circle

Ø

Adjust-
ment
range

Threaded
rods 

× size
50 300 300 165 125

± 25

4x M16

65 300 300 185 145 4x M16

80 300 300 200 160 8x M16

100 300 300 220 180 8x M16

125 300 300 250 210 8x M16

150 350 340 285 240 8x M20

200 350 340 340 295 8x M20

250 350 340 395 350 12x M20

300 350 340 445 400 12x M20

350 350 340 505 460 16x M20

400 375 370 565 515 16x M24

500 375 370 670 620 20x M24

600 400 390 780 725 20x M27

700 400 390 895 840 24x M27

800 450 440 1015 950 24x M30

900 450 440 1115 1050 28x M30

1000 475 470 1230 1160 28x M33

1200 475 470 1455 1380 32x M36

BF4 PN10 Norm: 
EN 1092-1 Flange thickness: full

Nominal 
size DN L1 L2 D

Hole 
circle

Ø

Adjust-
ment
range

Threaded
rods 

× size
50 320 320 165 125

± 25

4x M16

65 320 320 185 145 8x M16

80 320 320 200 160 8x M16

100 320 320 220 180 8x M16

125 320 320 250 210 8x M16

150 370 330 285 240 8x M20

200 370 340 340 295 8x M20

250 370 340 395 350 12x M20

300 370 340 445 400 12x M20

350 370 340 505 460 16x M20

400 410 390 565 515 16x M24

500 410 390 670 620 20x M24

600 450 410 780 725 20x M27

700 470 440 895 840 24x M27

800 510 480 1015 950 24x M30

900 530 490 1115 1050 28x M30

1000 590 560 1230 1160 28x M33

1200 600 580 1455 1380 32x M36

BF4 PN16 Flange thickness: reduced

Nominal 
size DN L1 L2 D

Hole 
circle

Ø

Adjust-
ment
range

Threaded
rods 

× size
50 300 300 165 125

± 25

4x M16

65 300 300 185 145 4x M16

80 300 300 200 160 8x M16

100 300 300 220 180 8x M16

125 300 300 250 210 8x M16

150 350 340 285 240 8x M20

200 350 340 340 295 12x M20

250 350 340 405 355 12x M24

300 350 340 460 410 12x M24

350 350 340 520 470 16x M24

400 375 370 580 525 16x M27

500 375 370 715 650 20x M30

600 400 390 840 770 20x M33

700 400 390 910 840 24x M33

800 450 440 1025 950 24x M36

900 450 440 1125 1050 28x M36

1000 475 470 1255 1170 28x M39

1200 475 470 1485 1390 32x M45

BF4 PN16 Norm: 
EN 1092-1 Flange thickness: full

Nomi-
nal size 

DN
L1 L2 D

Hole 
circle

Ø

Adjust-
ment
range

Threaded
rods 

× size
50 320 320 165 125

± 25

4x M16

65 320 320 185 145 8x M16

80 320 320 200 160 8x M16

100 320 320 220 180 8x M16

125 320 320 250 210 8x M16

150 370 330 285 240 8x M20

200 370 330 340 295 12x M20

250 380 330 405 355 12x M24

300 390 330 460 410 12x M24

350 390 330 520 470 16x M24

400 430 380 580 525 16x M27

500 430 410 715 650 20x M30

600 490 450 840 770 20x M33

700 510 470 910 840 24x M33

800 570 530 1025 950 24x M36

900 590 550 1125 1050 28x M36

1000 650 620 1255 1170 28x M39

1200 * * 1485 1390 32x M45

All dimensions in mm. Other sizes and build types available on request.

*determined by the customer

Dismantling joint, stainless steel
Type BF4 ▪ DN 50-1200 PN 10/PN 16
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