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Anzugsdrehmoment für Schrauben DIN 19704-2 (Festigkeitsklasse 70)
                   Vorspannkraft [kN]                Anzugsdrehmoment [Nm]                                Vorspannkraft [kN]           Anzugsdrehmoment [Nm]  

Allgemeintoleranzen:
DIN ISO 2768-m

Für Schweißkonstruktionen 
DIN EN ISO 13920-B / F

Werkstückkanten DIN 6784

Oberflächen DIN ISO 1302

Thermisches Schneiden

schweißtechnisch
geprüft

Schweißtechnische Informationen:
Grundwerkstoff :                                                                                    nach Auftrag
Schweißverfahren:                                                                                135 wenn nicht anders angegeben

                                     783 Hubzündung:Gewindebolzen größer gleich M10
                                     786 Spitzenzündung:     Gewindebolzen kleiner M10

Schweißnahtvorbereitung:                                                                     DIN EN ISO 9692-1                
unbemaßte Kehlnähte:                                                                          a = 3 mm
Bewertungsgruppe:                                                                               DIN EN ISO 5817                                    C

M6                         8                                           30                    M20                   56                                         275
M8                       13                                           40                    M24                   69                                         285
M10                     21                                           50                    M27                   72                                         400
M12                     31                                           70                    M30                   88                                         550
M16                     45                                         150

EXC 2

(Achtung: Abweichende Ausführungsklassen 
sind gesondert gekennzeichnet!)

Ausführungsklasse DIN 1090-2

Auftragsnummer

Angebotsnummer

Schutzvermerk nach
ISO 16016 beachten

SC14.06.2021
vonfreigegebenNICHT FREIGEGEBEN

NameDatumÄnderungstextRev.

Kugelgelenk 500Nm
Kugelgelenk-500Nm-V25-V25
Baugruppenzeichnung

1
1

A4

1:2 Gewicht [kg]:

Format:Revision
erstellt

Maßstab:

Datum Name
Blatt

4.11

Werkstoff

Benennung

270-KG-500-V25-V25-00
Nummer

BÜSCH
Armaturen spol. s.r.o.

Universal joint 500/1000 Nm
Modular Actuation System MAS

•	 500 Nm parallel square: 25, 30, 35
•	 1000 Nm parallel square: 30, 35, 25, 30, 35
•	 Round shaft with fitting key or cross pin
•	 Other connections and dimensions available on request

Connections freely combinable

YOUR ADVANTAGES
•	 MAINTENANCE FREE

Always ready for use, robust and 
maintenance-free with a rubber 
protective cover

•	 FOR OPTIMAL ADAPTATION
of actuation rods depending on the 
installation situation

•	 FLEXIBLE AREAS OF APPLICATION
The design allows use in drinking 
water and waste water areas

i

Material

Material Ball

•	 Stainless steel 1.4301 (304) / 1.4404 (316L)
•	 Other materials on request

•	 Seawater resistant bronze GC-CuSn 12
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BÜSCH Armaturen Geyer GmbH ▪ Industriestraße 1 ▪ 09468 Geyer ▪ Germany ▪ info@buesch.com

Dimensional drawing universal jont 1000 Nm

Dimensional drawing universal jont 500 Nm

Torque
•	 Up to 500 Nm and 1000 Nm - at 30° deflection

Weight
•	 500 Nm    ~ 4,0 kg
•	 1000 Nm  ~ 7,3 kg

Universal joint 500 Nm


